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i B ® ade page 2 , overlay on GSGS 4725, Sheet 39521/2W 
Kladno West, on which source identified the following points s ' 

l "o» »“<>» - 3, 

2. Highway to Motycin (N 50-10, E 14-07), gravel, 12 ». wide. 

3 * noiit'Q Na ^« a fi E ”J® r P rise * j _ For further information see 
point 9 , page o, this report. 

thlf F ° r f " rth,r l" f omatlon ... point 8 , page 6 , 

5 - SST°SS.1? r tS! , S5fc. Por further ~ 
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Reference is made to page 5, memory sketch of an alleged air raid 
shelter location in Kladno (N 50-09, E 14-06) . 

1. Czechoslovak Army Boulevard (Trida ceskoslovenske armady) , 

This was the main street in Kladno; asphalt, 2 6m. wide, 
sidewalks included, good condition, widest street in Kladno. 

2* Peoples’ House (Lldovy dura). Four-story brick construction 
occupying the entire block* Communist Party office, state 
dispensary, meeting hall, movie and restaurant were located 
in this building. 

3. Gottwald Square,. The square was covered with grass with one 
line of treps planted on three sides of the square. There 
were no trees on the north side of the square. Source believed 
an air raid shelter was located under the square. The con- 
struction of the shelter began in February 1952. Before the 
construction began, the square was fenced in by a three-meter- 
high wooden board fence . Only authorized personnel were 
permitted to enter the construction area. There was an 
industrial guard at the entrance to the construction area 

at all times. Work was performed in three shifts. There 
were about 40 workers employed on the construction during 
the elght-houU day and eight-hour "swing" shifts, and about 
20 workers employed during the eight-hour night shift. At 
night the construction area was lighted by spotlights. Souroe 
5? 1 i e f a L 1? & at an ©f two 2.5-ton trucks loaded with 

<Sl ?? i 6ft construction area every hour. The dirt showed 
a high stone content. Souroe had an opportunity to observe 
a water pipe-line ditch in the vioinity and stated that the 
layer of stone started at a depth of approximately 80 cm. 

There were two cement mixers in the construction area. Souroe 
observed trUbk loads of osment, sand, steel structures, 
tarpaper and briok being transported into the area. He did 
not see any other materials or equipment being brought there. 

It was source's belief that the shelter was one big hall, 
because the steel structures he observed did not have the 
form of supports for tunnels or passageways. There was also 
a water pipeline leading from the main pipeline under Czecho- 
slovak Army Boulevard, point 1, into the air raid shelter. 

The pipes were made of clay and were four meters underground. 

The underground construction work was completed in December 
1954. The cleaning-up and removal of the fence was accomplished 
in the spring of 1955. 

4. Air raid shelter entrance. Two steel plates 5 m. x 1 m. and 
9 mm. thick opened to the north and south like a trap door. 

The door was kept closed at all times. At one time during 
the cleaning-up process, the doors were ©pen and source had 
the opportunity to look Inside. He saw concrete steps going 
down to the depth of five meters. A steel door was at the 
bottom of the stairs. Source stated that the door at the 
ground level was not water tight. There was an iron railing 
approximately 80 cm. high on three sides of the door. Only 
the west side was open. There was no guard after the con- 
struction was completed, but source stated that there were 
always two policemen at the corner of Czechoslovak Array Boule- 
vard, point 1, and the street, point 1G. 

5. Ventilation shaft. It was located about one raster south of 
the entrance, point 4. The shaft extended about one meter -- 
above the ground. It was made of metal and painted gray. 

Source estimated that the dimensions of it were 70 x 60 cm. 

The shaft was covered on top. It had about six rectangular 
openings at each of the four sides. The openings were 50 x 

0 cm. This was the only ventilation shaft in the area. 
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6. Newspaper stand, wood construction. 

7 • Bus waiting room, single— story reinforced concrete construction, 
10 x 4 x 3.5 m.> low gable roof covered with sheet iron. 

8. Cigar stand, wood construction. 

9. Gravel paths crossing each other through Qottwald Square. 

10. Street, name unknown to source. Asphalt, 15 m. wide, good 
condition. All buses from Prague arrived on this street. 

11. Street, name unknown to source, asphalt* 12m, wide, good 
condition. 

12. Street, name unknown to source, cobblestone, 10 m. wide, 
good condition. All buses departing for Prague travelled 
on this road. 
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Memory Sketch of Air Raid Shelter Location In Kladno 

Scales 1:2,000 
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area^rTfladno 8 * 36 t0 page 8 ' “ emory sketch of underground construction ^ 

lo Arm L Boule ' rard (Trlda oeskoslovenske arraady) . 

Asphalt* 20 in* isjid©* good condition* 

2 * Pence -around the United Steel Works, National Enterprise, 

narodni podnlk), point 12* Partly wood, 
partly brick wall, 2.5 m. high. * 

3. Highway, gravel, 12 m. wide. 

b J*J ld f n 6 for underground construction. Single- 
story, concrete block construction, 12 x 6 x 5 a., low sable 

cooLS, I.?!'"’ " 1 ! h Ihl. bulldlni l.i J uwSrfry 

construction and was to be taken down after the underground 
construction was completed. underground 

5 ’ F ° V Jt k?° p . f0r underground construction. Single-story, con- 
crete block construction, 12 x 6 x 5 m., low gable roof 
covered with tarpaper; temporary construction? 

??°: story concrete block construction, 12 x 6 m., low sable 
roof covered with tarpaper. Construction material storehouse 

” as .i ocated on bbe ff rsb floor. Living quarters were located 
on the second floor; temporary construction. 

7 * ma fn™ 1 ^ h f t ° reh S U8e - Concrete block construction. 

Construction!' ® r °° f C0Vered " lfch tar P a P e r; temporary' 

8 ‘ abOUt I 50 m * long ' 580 m * "ide, and 30 m. high. 

There was ^concrete wall 1.5 m. thick and 100 m. Ion* built 
pSrpSse! 3ide ° f the mOUnt * Source dld not k noS its 

9. Production buildings of Kablo, National Enterprise a cable 
plant. Three single-story buildings five meSrs h^h 
structed of reinforced concrete and brick, built into ’ one ** 
complex. The dimensions of the east side'wS?e 120 x so I 
The wing was 6.0 x 55 m. The south side was 110 x 2? m 

workers i^thre^eisht^ 25 m ’v,/e!? ls plant employed about 500 
ISfVn 8 fn three eight-hour shifts. The night shift was 

sa^lorded 3 ™?! 16 °* her tW0 shlfts * Source, 8 who frequently 

believed the? 1 !??®* C3rS e® they were leavl ng the plant, 

£hi«SI ? th3fc 311 types of cab les were produced there. The 
with k ni!«??5*? se ® n . by source was 35 mm. thick and covered 

SS 8e Sv 1 ™™ r f,f?;f re 5 r 0 " ^?Se’pl«r e 

these J^Ln®rf utillzed f °r ° ab le storehouses. Some of 

" a11 ~»truotloo. Source bed 

10 ’ Sne?/u?UoS n8 l50 n fM r n Be ’™^" ,1 ” l ?J I ' atl ; n Brick 

£-"£ north S part EJ\£ *g£““2 
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11. Single-track railroad connecting the cable plant and the United 
Steel Works, National Enterprise, point 12, with the railroad 
station in Dubi (N 50-id, E 14-09). 1 The heaviest traffic was 
between 0500 - 1000 hours and 1300 - 1500 hours. 

12. Area and buildings of the United Steel Works. National 
Enterprise (Spojene ocelarny, narodni podnik) .2 

13. Highway to Dubi, partly asphalt, partly gravel, 14 m. wide. 
Heavy traffic; about 260 buses in a 24-hour period. 

14. Highway, gravel, 10 m. wide; moderate traffic. 

15. Wooden fence, about three meters high. This fence blooked 
the view to the underground construction. 

16. Planning of floe for the underground construction, single 
story, oonorete-blook construction, 6x4x5m., low gable 
roof covered with tarpaper; temporary construction. 

17. Entrance to the underground oonstruotion. The construction 

began In November 1953. There were three eight-hour shifts 
working at the oonstruotion. The day and swing shifts 
employed about 50 workers eaoh, and the night shift about 
SO employees. The oonstruotion area was illuminated by 
spotlights during the night shift . I I a 

worker employed at the oonstruotion and was told that it 

is planned to oonstruot a main tunnel with a number of side 
tunnels. At the end of eaoh tunnel would be a room. By 
spring 1955* only 60 m. of the main tunnel and two side 
tunnels were oompleted , and the room oonstruotion begun. 
Helnzmann bfirs, S.6 m. high at the oenter, and three meters 
wide at the bottom were utilized for the tunnel oonstruotion. 

Two concrete m ixers were in the oonstruotion area. | — 1 

25X1 X I l a part of the United Steel Works, National 

jsnterpri se, point 12, waB to be located in this place. There 
was an industrial guard at the entrance to the construction 
area. A narrow gauge railroad led into the tunnel. The 
gondola cars were pulled in and out of the tunnel by cable. 
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Memory Sketch of Underground Construction Area in Kladno 


Scale Is 10,000 
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